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SERVICE BULLETIN 
    

 
Ride Manufacturer: Larson International Inc.    Affected Production Dates:       1998-2016             
Ride Name: Giant Loop    Affected Serial Nos.: 1,2,4-14 
 
Abstract Of Issue: 
The train undercarriage weldments may exhibit indications on or around the mounting cross 
tubes for the vehicle body attachment.  Additional inspections and installation of gussets are 
outlined in this document. 
                 
Reason for Release: 
Indications have been found on the undercarriage weldment mounting cross tubes and the 
adjacent area during routine inspections.  This bulletin has a revised drawing with one additional 
gusset at each location. * If gussets have already been installed from the previous bulletin, this 
additional gusset can be installed during the next annual, no later than 3/1/18. 
      
Action To Be Taken:  

1. Update maintenance procedures to include the following ongoing inspections: 
a. Monthly Inspection – visual inspection of undercarriage cross tubes and adjacent 

area (as shown below).   
b. Annual Inspection (or 2,000 operating hours) – NDT MT of undercarriage cross 

tubes and adjacent area (as shown below). 
2. Install gussets as shown on drawing “Undercarriage Repair 1-30-17”.  NDT MT prior to 

gusset installation.  Contact manufacturer for gussets and weld procedures. 
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